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DOT-30 DOT-50 DOT-70

COLORI / COLOURS

14 mm

RETTIFICATA CON ROMPIFILO / RECTIFIED  AND CHAMFER

SPESSORE / THICKNESS

FINITURE / FINISHING

SUPERFICI / SURFACES

NATURALE
SATINATA

FORMATI / SIZES

90X90 cm 60X120 cm 60X60 cm

PROTEZIONE ANTIBATTERICA / ANTIBACTERIAL PROTECTION

EXTRA THICK 
PORCELAIN 
STONEWARE

GRÈS CÉRAME À 
ÉPAISSEUR MAJORÉE

EXTRA-DICKES
FEINSTEINZEUG
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COTTO D’ESTE
Nuove Superfici

via Emilia Romagna, 31 - 41049 Sassuolo (MO) - Italy
Panariagroup Industrie Ceramiche S.p.A.

DOP001EST   DOP003EST   DOP004EST   DOP005EST
05

EN 14411: 2012
Cotto d’Este Porcelain Tiles: Dry-pressed ceramic tiles with low water absorption Eb ≤0,5% 

for flooring and wall finishes, internal and external applications (DOP001EST).
Kerlite 3mm: Dry pressed ceramic tiles with low water absorption Eb ≤0,5% for internal

and external wall applications (DOP003EST).
Kerlite 3plus: Dry pressed ceramic tiles with low water absorption Eb ≤0,5% for internal 

flooring and internal and external wall applications (DOP004EST).
Kerlite 5plus: Dry pressed ceramic tiles with low water absorption Eb ≤0,5% for internal 

flooring and internal and external wall applications (DOP005EST).

MASSA / BODY

DECORAZIONE / DECORATION

BIa UGL  - IMPASTO COLORATO / FULL COLOR

INKJET HD effetto / effect 3D

STONALIZZAZIONE / DESHADING

RESISTENZA ALLO SCIVOLAMENTO / SLIPPERING RESISTANCE

V3

DIN 51130 / R11 NATURALE - R10 SATINATA
DIN 51097 / C NATURALE, SATINATA
BCR-TORTUS / µ >0,60 NATURALE - µ >0,40 SATINATA
ANSI A137.1: 2012-BOT 3000 / DCOF _>0,60 NATURALE - DCOF _>0,42 SATINATA
AS 4586 WET PENDULUM / P4 NATURALE

CLASSE 5

ULA-UHA

620 kg  (6080 N) VALORE MEDIO / AVERAGE VALUE

A  SATINATA
B  NATURALE

RESISTENZA ALLE MACCHIE / STAIN RESISTANCE

RESISTENZA ALL’ATTACCO CHIMICO / RESISTANCE TO CHEMICAL ETCHING

SFORZO DI ROTTURA (S) / BREAKING STRENGTH (S)

VISIBILITA’ DELLE IMPRONTE / TREAD MARK VISIBILITY

2
FACILITA’ DI PULIZIA / CLEANING EASINESS

GARANZIE / GUARANTEES

X - B E T O N

C O N C R E T E  S U R F A C E

20 ANNI RESIDENZIALE E PUBBLICO
20 YEARS RESIDENTIAL AND PUBLIC

Stabilimento di 
FINALE EMILIA (MO)

Stabilimento di 
TOANO (RE)

Ed i t i o n  March  2015 
C o n c e p t  a n d  g ra p h i c  d e s i g n  Uf f i c io  Immag ine  &  Pubb l i c i tà  Cotto  d ’Este

St y l i n g  02Stud io
P h ot o s  Stud io  Rocc i  

P r i nt e d  b y  L i to  Group  s r l



X - B E T O N

Via  Emi l ia  Romagna ,  31   41049 Sassuo lo  (MO)  I ta ly

+39 0536 814  911  fax  +39  0536 814  921

cottodeste . i t  -  in fo@cottodeste . i t

PANARIAGROUP INDUSTRIE  CERAMICHE S .p .A .

L A
B E L L E Z Z A
I N
C E R A M I C A

FOLLOW US ON:


